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Solenoid Driven Dosing Pumps
Manual Dosing Pumps
Analogue Solenoid Driven Dosing Pump- Commercial Pools

Code Model Description Frequency

510 525 ATEC - PVDF 25L / 5B 25 Ltr / 5 Bar Level Controlled & 1/10 Adjustable Analogue Dosing Pump 160 imp / min

510 530 ATEC - PVDF 30L / 3B 30 Ltr / 3 Bar Level Controlled & 1/10 Adjustable Analogue Dosing Pump 160 imp / min

510 535 ATEC - PVDF 35L / 2B 35 Ltr / 2 Bar Level Controlled & 1/10 Adjustable Analogue Dosing Pump 160 imp / min

510 540 ATEC - PVDF 40L / 1B 40 Ltr / 1 Bar Level Controlled & 1/10 Adjustable Analogue Dosing Pump 160 imp / min

• Adjustable stroke rate via the 
potentiometer

• 
solenoid driven technology that can 
do automatic adaptation accordingly 
to line voltage

• Low energy consumption

• 
usage by the vertical mount design 
and alternative mounting advantage 

• High resistance to corrosive chemicals 
with the PVDF Pump Head and entire 
IP65 body

• Electronic circuit controlled 

(PTFE) diaphragm

• Lesser maintenance by ceramic ball 
design Suction and injection parts 
included.

• Double Liquid Level Control Input

• 1/10 Adjustment Button

Accessories with the dosing pumps 

KIT2 STD: Standard Accessories 

Dosing Pumps up to 20 - 80l/h. Included with the pump:

• 

• 2m Discharge hose PE (semi-rigid)

• 

• 

• Adjustable Flow Rate

• Rapid Button

• PP- IP 65 Chemical Resistant Body

• 

• Long-lasting roller system

• Chemical Discharge Tip

• ph-Chlorine dosing

• Detergent dosing

• Rinsing aid dosing

• Easy mount and dismount via back lid 
slider

Peristaltic Analog Dosing Pump

Code Model L/h Max. Counter 
Press Bar

Description

5,1 0,5 5,1 Ltr / 0.5 Bar Peristaltic Analogue Dosing Pump

2,8 3 2,8 Ltr / 3 Bar Peristaltic Analogue Dosing Pump

pH Chlorine: Detergent:
model box content

Rinse Aid:
model box content

> Box content Accessories 


