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Rainbow Fountain  
Annular Nozzles

Annular Nozzles Speci�cations

• Stainless steel

• Easy to clean

• Water level independent

Dimensions

  Annular Nozzles
 

DIMENSIONS Unit: mm

Stainless steel 304

Easy to clean

Water level independent
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Wt.= Weight (kg)

Ht.= Spray height (m)      

P= Pressure demand (bar)     

Q= Flow rate (lpm) 

CHARACTERISTICS

RA25 RA40

  Annular Nozzles
 

DIMENSIONS Unit: mm

Aerated Nozzles

Stainless steel 304

Easy to clean

Water level independent
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DIMENSIONS

Stainless steel 304

Easy to clean

Water level dependent
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PERFORMANCE

Type

2.5 0.50108

3 0.60115

4 0.70125

5 0.80140

6 0.90160

Wt. 0.47

7

Ht. PQ

200 1.20

0.3855

0.4158

0.6570

1.0095

0.30

PQ

m barlpm

0.5 0.1850

0.75 0.2060

1 0.2270

1.5 0.2885

2 96 0.40

barlpm

0.1024

0.1227

0.1531

0.2141

46 0.28

Wt.= Weight (kg)

Ht.= Spray height (m)      

P= Pressure demand (bar)     

Q= Flow rate (lpm)  

CHARACTERISTICS CHARACTERISTICS

RA25 RA40 MA25

Annular Nozzle

SPRAY HEIGHT (m)

Code BSP. connection Flow/Head 0,5 0,75 1 1,50 2 2,5 3 4 5 6 7

ZA25 1"
LPM 24 27 31 41 46 55 58 70 95

Head in mtr 1 1,2 1,5 2,1 2,8 3,8 4,1 6,5 10

ZA40 1 1/2"
LPM 50 60 70 85 96 108 115 125 140 160 200

Head in mtr 1,8 2 2,2 2,8 4 5 6 7 8 9 12

ZA25 ZA40

ZA25


